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General Information
The completed Regulatory Permit Notification Form and one (1) photocopy of the completed form should be mailed to:

Louisiana Department of Environmental Quality

Office of Environmental Services

P.O. Box 4313

Baton Rouge, Louisiana  70821-4313

If an applicant chooses to use a service provider other than the U.S. Post Office, LDEQ’s physical address is:

602 North Fifth Street

Baton Rouge, Louisiana  70802

The Regulatory Permit Notification Form is available on LDEQ’s website (https://deq.louisiana.gov/ page/regulatory-permits-) and contains regulatory permit-specific sections (Section 7) for all regulatory permits promulgated in LAC 33:III.Chapter 3.  Submit only the Section 7 for the regulatory permit for which application is being made.
Approval to proceed is contingent upon notification by LDEQ that the application (i.e., Regulatory Permit Notification Form) has been determined complete.
Throughout this document, the facility, equipment, or activity for which the applicant is seeking to authorize under a regulatory permit will be referred to as the “affected source.”
Rescission of Coverage

Except as described elsewhere in the regulatory permit-specific sections of this document, if coverage under a regulatory permit is no longer needed (e.g., the affected source is decommissioned, relocated to another state, etc.), the permittee should request that coverage under the regulatory permit be terminated using LDEQ’s “Application for Approval of Miscellaneous Permitting Actions,” available at https://deq.louisiana.gov/page/air-permit-applications.
The permittee should not request to terminate coverage if the affected source is sold to another entity.  Instead, the permittee should follow the procedures set forth in LAC 33:I.Chapter 19 and complete LDEQ’s Notification of Change Form (NOC-1), available at https://deq.louisiana.gov/page/expedited-permit-program.
Line-By-Line instructions
Identify the regulatory permit for which application is being made.
1 Facility Information
Facility Name (or Well Name/Pipeline) – Enter the name of the facility (or well/pipeline).  If the affected source is a piece of equipment (e.g., stationary internal combustion engine) or structure (e.g., storage vessel), enter the name of the facility at which the affected source will be located.

Owner – Enter the name of the company that will own the affected source (or has a contractual arrangement with the landowner to process the fluids generated by a well).
Operator – Enter the name of the company that will operate the affected source if this company is a different entity than the owner and will be responsible for environmental compliance.

Federal Tax ID – Enter the federal tax identification number of the owner (or operator if the responsible party).
Agency Interest (AI) Number – If the affected source will be constructed or located at an existing facility (or the well will flow to an existing production facility) for which an AI number has been established, enter that number here.  Otherwise, enter “TBD.”
Permit Number (If Applicable) – 
If the affected source will be constructed or located at an existing facility (or the well will flow to an existing production facility) for which an air permit has been issued, enter the permit number for that facility.  Otherwise, enter “None.”
Name of Oil & Gas Field – Enter the name of the oil and gas field.  The description should be consistent with the applicant’s submittals to the Louisiana Department of Natural Resources (LDNR).
[Note: Required only if applying for coverage under the Regulatory Permit for Oil and Gas Well Testing.]
LDNR Well Identification Number – Enter the well’s identification number as established by LDNR, if available.

[Note: Required only if applying for coverage under the Regulatory Permit for Oil and Gas Well Testing.]

2 Physical Location
Nearest City/Town and Parish – Enter the nearest city or town and the parish in which the affected source (or well/pipeline release point) is or will be located.  The city or town should be in the parish identified, even if another city or town in an adjoining parish is physically closer.

Latitude and Longitude – Enter the latitude and longitude of the affected source (or well/pipeline release point).
Physical Address or Driving Directions – If a physical “911” address of the location has been established, enter that address here.  If not, provide driving directions.

Map Attached – Attach a map of the affected source’s (or well/pipeline release point’s) location.  The map should show the names of the surrounding highways and be detailed enough such that LDEQ staff can locate the affected source (or well/pipeline release point) in the field.
3 Contact Information
Enter the contact information requested.  The person listed here will be the primary contact of LDEQ should questions arise.  This contact need not be the responsible official identified in Section 8, but should be an employee of the owner/operator, not the owner/operator’s consultant.  Note that the contact’s cell phone number and e-mail address are optional.
4 Fee Information
Enter the fee information requested.  The appropriate fee is dependent on the regulatory permit for which application is being made and is set forth in LAC 33:III.Chapter 3.  Applicable surcharges as described in LAC 33:III.211.A shall also be assessed.
Checks or money orders should be payable to the “Louisiana Department of Environmental Quality.”  Do not send cash.  LDEQ cannot process the Regulatory Permit Notification Form until the appropriate fee is paid in full.
5 Emissions Inventory
Indicate if the facility identified in Section 1 is or will be subject to LAC 33:III.919.  As described in LAC 33:III.919, actual emissions shall be reported for all sources of emissions at a subject facility, including those authorized under a regulatory permit.

6 LAC 33:I.1701 Requirements

In accordance with LAC 33:III.501.C.10, before issuing any (initial) permit for a new or existing source, LDEQ may conduct an evaluation of the applicant as described in LAC 33:I.1701.  Answer the questions as appropriate and attach the owner or operator’s Certificate of Registration and/or Certificate of Good Standing if necessary.  These certificates can be obtained from the Secretary of State.
7
Regulatory Permit-Specific Information
See the regulatory permit-specific sections that follow.
8
Certification by Responsible Official
Enter the contact information requested.  All written correspondence concerning the Regulatory Permit Notification Form will be directed to the responsible official (RO) or the duly authorized representative (DAR) signing for the RO.
The RO or DAR must sign and date the Regulatory Permit Notification Form.  This form cannot be processed if the certification statement is not signed or is signed by someone other than an RO or DAR.  The definition of “responsible official” as set forth in LAC 33:III.502.A is as follows:

Responsible Official—one of the following:

1. for a corporation: a president, secretary, treasurer, or vice-president of the corporation in charge of a principal business function, or any other person who performs similar policy or decision-making functions for the corporation, or a duly authorized representative of such person if the representative is responsible for the overall operation of one or more manufacturing, production, or operating facilities applying for or subject to a permit and either:

a. the facilities employ more than 250 persons or have gross annual sales or expenditures exceeding $25 million (in second quarter 1980 dollars); or

b. the delegation of authority to such representatives is approved by the permitting authority prior to submittal of any certification by such person;

2. for a partnership or sole proprietorship: a general partner or the proprietor, respectively. If a general partner is a corporation, the provisions of Subparagraph a of this definition apply;


3. for a municipality, state, federal, or other public agency: either a principal executive officer or ranking elected official. For the purposes of this definition, a principal executive officer of a federal agency includes the chief executive officer having a responsibility for the overall operations of a principal geographic unit of the agency.

	Oil and Gas Well Testing


Introduction
The Regulatory Permit for Oil and Gas Well Testing (LAC 33:III.307) authorizes temporary separators, tanks, meters, and fluid-handling equipment necessary to test the content of a subsurface stratum believed to contain petroleum liquids or natural gas and/or to establish the proper design of a permanent fluid-handling facility.
This regulatory permit covers a single test of one well.  If multiple wells are to be tested, separate Regulatory Permit Notification Forms are required for each event.  Releases of natural gas less than 1.0 MM cubic feet require no controls or notification to LDEQ if production of crude oil and condensate is not expected during the well test.

Once the test is complete, there is no need to rescind coverage under the regulatory permit. The authorization conveyed by the Regulatory Permit for Oil and Gas Well Testing will remain effective for 180 days following the date on which LDEQ determines that the Regulatory Permit Notification Form is complete.  At that time, LDEQ records will show that coverage under the regulatory permit has expired.

7a
Date(s) and Expected Duration of Testing
Enter the projected dates of the testing event.  The authorization conveyed by the Regulatory Permit for Oil and Gas Well Testing shall remain effective for 180 days following the date on which LDEQ determines that the Regulatory Permit Notification Form is complete, so if the test does not commence on the date specified, there is no need to resubmit the notification form.
Enter the expected duration of the testing event.  Duration of testing must be no more than 10 operating days for vertically-drilled wells or 60 operating days for horizontally-drilled wells completed with or without hydraulic fracturing, else the event does not qualify for coverage under this regulatory permit per LAC 33:III.307.E.

7b   Description of the Process

Select if the well is a horizontally-drilled well or a vertically-drilled well (a horizontally-drilled well is one that turns horizontally at depth, providing access to oil and gas reserves at a wide range of angles) and enter a short description of the well test.
7c
Equipment Involved

List the emission sources associated with the testing event.  Emission sources may include, but are not limited to, a flare, tank(s), loading losses, pneumatic controllers, fugitive emissions, etc.  Enter the maximum operating rate or tank capacity for each source.
7d 
Estimated Production Rates
Enter the total volume of natural gas estimated to be flared and/or the total volume of gas estimated to be released in million standard cubic feet (MM scf), as well as the total amount of crude oil/condensate and produced water estimated to be produced (in barrels).  Volumes of gas should be calculated at standard conditions (21°C or 70°F and 29.92 inches (760 millimeters) of mercury).

Select the appropriate produced water disposal method, or describe if not listed.

7e
Emissions

Enter emissions of criteria pollutants and LAC 33:III.Chapter 51-regulated toxic air pollutants (TAP) (in tons per testing event to two decimal places).  The following TAPs should be speciated: benzene, toluene, ethylbenzene, xylene, and n-hexane.  Add additional rows as necessary for other TAPs.

Gas analyses should be representative of other producing wells in the same oil and gas field.  Samples collected on or after July 1, 2000, must be analyzed by an LDEQ accredited laboratory for the acceptable analytical method and VOC analytes.  A list of all LDEQ accredited laboratories can be found at https://deq.louisiana.gov/page/la-lab-accreditation.

	Release of Natural Gas from Pipelines and Associated Equipment


Introduction
The Regulatory Permit for Release of Natural Gas from Pipelines and Associated Equipment (LAC 33:III.309) authorizes releases of natural gas resulting from metering, purging, and maintenance operations. 
This regulatory permit covers releases of natural gas greater than or equal to 1.0 million (MM) cubic feet (at standard conditions, as defined in LAC 33:III.111) associated with a single metering, purging, and/or maintenance event, which may involve a single release or multiple releases over the duration reported in Section 7a.  Releases of natural gas less than 1.0 MM cubic feet require no controls or notification to LDEQ.

Once the metering, purging, and/or maintenance event is complete, there is no need to rescind coverage under the regulatory permit.  The authorization conveyed by the Regulatory Permit for Release of Natural Gas from Pipelines and Associated Equipment will remain effective for sixty (60) days following the date on which LDEQ determines that the Regulatory Permit Notification Form is complete.  At that time, LDEQ records will show that coverage under the regulatory permit has expired.

7a
Date(s) and Expected Duration of Release
Enter the projected dates of the metering, purging, and/or maintenance event.  The authorization conveyed by the Regulatory Permit for Release of Natural Gas from Pipelines and Associated Equipment shall remain effective for sixty (60) days following the date on which LDEQ determines that the Regulatory Permit Notification Form is complete, so if the metering, purging, and/or maintenance event does not commence on the date specified, there is no need to modify the notification form.
Enter the expected duration of the metering, purging, and/or maintenance event.  The duration of metering, purging, and/or maintenance must be no more than 10 operating days, else the event does not qualify for coverage under this regulatory permit per LAC 33:III.309.F.

7b
Description of Reason for the Release
Describe the circumstances resulting in the need to release natural gas.

7c
Equipment Involved

List the emission sources associated with the testing event.  Emission sources may include, but are not limited to, a flare and fugitive emissions.  Enter the maximum operating rate for each source.
7d
Estimated Volumes
Enter the total volume of natural gas to be flared and/or the total volume of gas to be released in million standard cubic feet (MM scf).  Volumes of gas should be calculated at standard conditions (21°C or 70°F and 29.92 inches (760 millimeters) of mercury).

Enter the approximate hydrogen sulfide (H2S) content of the natural gas (grains per 100 standard cubic feet).  Note the H2S content of the natural gas must be less than or equal to 0.25 grains per 100 standard cubic feet.

7e
Emissions
Enter emissions of criteria pollutants and LAC 33:III.Chapter 51-regulated toxic air pollutants (TAP) (in tons per metering, purging, and/or maintenance event to two decimal places).  Add additional rows as necessary for TAPs.

Gas analyses of samples collected on or after July 1, 2000, must be analyzed by an LDEQ accredited laboratory.  A list of all LDEQ accredited laboratories can be found at https://deq.louisiana.gov/page/la-lab-accreditation.

	Stationary Internal Combustion Engines


Introduction
The Regulatory Permit for Stationary Internal Combustion Engines (LAC 33:III.311) authorizes the permanent or temporary installation and use of stationary internal combustion engines, including, but not limited to, electrical power generators, firewater pumps, and air compressors.
If multiple stationary internal combustion engines are to be installed, separate Regulatory Permit Notification Forms are required unless the stationary internal combustion engines are identical (same manufacturer and model, horsepower, fuel type, applicable requirements, etc.).

Per LAC 33:III.311.I, permanent engines authorized by this regulatory permit shall be included in the next renewal or modification of the facility’s existing permit (if a permit is required pursuant to LAC 33:III.501).  Once the renewed or modified permit has been issued, the permittee does not need to request that coverage under the regulatory permit be terminated.  LDEQ will update its records to show that coverage under the regulatory permit concluded upon issuance of the renewed or modified permit.
Likewise, there is no need to rescind coverage of temporary engines under this regulatory permit. The authorization for any engine identified as a being temporary shall remain effective for twelve (12) months following the date on which LDEQ determines that the Regulatory Permit Notification Form is complete.  At that time, LDEQ records will show that coverage under the regulatory permit has expired.

7a
Equipment Specifications

Enter the identification (ID) number of the engine; this number is selected by the applicant.  For permanent engines, this ID should match the Source ID number used on the Emissions Inventory Questionnaire (EIQ) form completed when preparing the application to renew or modify the facility’s existing permit (if a permit is required pursuant to LAC 33:III.501).  Identify the manufacturer, model number, and serial number (if available) of the engine; its maximum rated horsepower; and fuel type (e.g., gasoline, diesel, natural gas, etc.).

Enter the capacity of the storage tank associated with the engine (in gallons), if present, and indicate if it will be equipped with a submerged fill pipe.  See LAC 33:III.2103.  The capacity of the storage tank must be less than 10,000 gallons.

Note if the engine will be permanent or temporary and if it will be for emergency or nonemergency use.

7b
Applicable Requirements

Note if the engine will be subject to 40 CFR 60 Subpart IIII or 40 CFR 60 Subpart JJJJ.  Indicate whether the engine will be classified as a new, reconstructed, or existing source with respect to 40 CFR 63 Subpart ZZZZ.  Finally, note if the engine will be subject to LAC 33:III.Chapter 22 and whether it will be subject to the performance testing and monitoring requirements of LAC 33:III.311.G.

7c
Annual Emissions

Enter annual emissions of criteria pollutants, greenhouse gases (GHGs) (i.e., carbon dioxide equivalents), and LAC 33:III.Chapter 51-regulated toxic air pollutants (TAP) (in tons per year to two decimal places).  GHGs may be reported to the nearest ton.  Add additional rows as necessary for TAPs.

Emissions estimates should be based on manufacturer’s data if available.  If such information is not available, use of AP-42 factors is acceptable. Provide relevant documents from the manufacturer or cite the applicable AP-42 chapter/section/table with the calculations.

	Portable Air Curtain Incinerators


Introduction
The Regulatory Permit for Portable Air Curtain Incinerators (LAC 33:III.313) authorizes the use of portable air curtain incinerators to burn untreated wood, wood refuse, untreated wood products (i.e., crates, pallets, etc.), trees, branches, leaves, grass, and/or other vegetable matter. 

This regulatory permit covers a single air curtain incinerator.

Requests to use an air curtain incinerator authorized under this regulatory permit at a location other than the one disclosed on the original Regulatory Permit Notification Form should be made using a separate form entitled “Request to Relocate a Facility Authorized by a Regulatory Permit.”  Instructions for that form are also included in this document.

7a  
Equipment Specifications
Identify the manufacturer and model of the air curtain incinerator and the serial number of the unit if one is associated with the major structural components.

Enter the rated capacity of the air curtain incinerator (in tons per hour); the maximum rated horsepower of the engine that drives the fan mechanism, its fuel type (i.e., gasoline or diesel), and its fuel consumption rate (in gallons per hour); and the capacity of the storage tank associated with the engine (in gallons).  Indicate if the storage tank will be equipped with a submerged fill pipe.  See LAC 33:III.2103.

7b
Local Zoning
Local Zoning Code – Enter the local zoning code of the initial operating location (e.g., heavy industrial, commercial, residential, etc.).  If local zoning codes have not been established, enter “None.”

Local Zoning Authority – Enter the local zoning authority (e.g., parish police jury).

Local Zoning Authority Contact – Enter the contact information requested.

Documentation Provided – If the initial operating location has been zoned, provide documentation from the local zoning authority that the air curtain incinerator can be operated at that location.

7c
Annual Emissions

Enter annual emissions of criteria pollutants and LAC 33:III.Chapter 51-regulated toxic air pollutants (TAP) (in tons per year to two decimal places).  Add additional rows as necessary for TAPs.

	Concrete Manufacturing Facilities


Introduction
The Regulatory Permit for Concrete Manufacturing Facilities (LAC 33:III.315) authorizes the construction and operation of facilities engaged in the manufacture of ready-mixed portland cement concrete, including central-mixed concrete, shrink-mixed concrete, and truck-mixed concrete.


This regulatory permit covers a single stationary or portable concrete manufacturing facility.

Requests to operate a portable concrete manufacturing facility authorized under this regulatory permit at a location other than the one disclosed on the original Regulatory Permit Notification Form should be made using a separate form entitled “Request to Relocate a Facility Authorized by a Regulatory Permit.”  Instructions for that form are also included in this document.
7a
Facility Specifications

Check the appropriate boxes indicating whether the facility is a stationary or portable source and whether it is a central-mixed, shrink-mixed, or truck-mixed operation.

Serial Number – Enter the serial number of the concrete manufacturing facility if one is associated with the major structural components.

Hourly Production Rate – Enter the facility’s hourly production rate in both cubic yards per hour and tons per hour.

Annual Production Rate – Enter the facility’s annual production rate in both cubic yards per year and tons per year.

Annual Operating Time – Enter annual hours of operation.

These production rates and the operating time should be used in the emissions calculations to determine potential emissions.

Description of Process – Enter a short description of the concrete manufacturing facility’s process, including any control devices employed.
7b
Local Zoning
Local Zoning Code – Enter the local zoning code of the initial operating location (e.g., heavy industrial, commercial, residential, etc.).  If local zoning codes have not been established, enter “None.”

Local Zoning Authority – Enter the local zoning authority (e.g., parish police jury).

Local Zoning Authority Contact – Enter the contact information requested.

Documentation Provided – If the initial operating location has been zoned, provide documentation from the local zoning authority that the concrete manufacturing facility can be operated at that location.

7c
Emission Sources

List the emission sources at the concrete manufacturing facility.  Emission sources may include, but are not limited to, aggregate delivery to ground storage, sand delivery to ground storage, aggregate transfer to conveyor, sand transfer to conveyor, aggregate transfer to elevated storage, sand transfer to elevated storage, cement delivery to silo, cement supplement delivery to silo, truck mix loading, weigh hopper loading, stockpiles, paved and unpaved roads, internal combustion engines, and storage tanks.  Enter the maximum operating rate or tank capacity for each source.

7d
Engine Specifications

Enter the identification (ID) number of the engine; this number is selected by the applicant.  Identify the manufacturer, model number, and serial number of the engine, as well as its maximum rated horsepower and fuel type (e.g., gasoline, diesel, etc.).

Enter the capacity of the storage tank associated with the engine (in gallons) and indicate if it is equipped with a submerged fill pipe.  See LAC 33:III.2103.  Note if the engine is subject to 40 CFR 60 Subpart IIII or 40 CFR 60 Subpart JJJJ.  Note whether the engine is a new, reconstructed, or existing source with respect to 40 CFR 63 Subpart ZZZZ.

Duplicate this section for each engine on site.

7e
Annual Emissions

Enter annual emissions of criteria pollutants, greenhouse gases (GHGs) (i.e., carbon dioxide equivalents), and LAC 33:III.Chapter 51-regulated toxic air pollutants (TAP) (in tons per year to two decimal places).  GHGs may be reported to the nearest ton.  Add additional rows as necessary for TAPs.

	Rock, Concrete, and Asphalt Crushing Facilities


Introduction
The Regulatory Permit for Rock, Concrete, and Asphalt Crushing Facilities (LAC 33:III.317) authorizes the construction and operation of facilities engaged in the crushing of rock, concrete, and/or asphalt.  This regulatory permit covers a single fixed or portable crushing facility.

Requests to operate a portable crushing facility authorized under this regulatory permit at a location other than the one disclosed on the original Regulatory Permit Notification Form should be made using a separate form entitled “Request to Relocate a Facility Authorized by a Regulatory Permit.”  Instructions for that form are also included in this document.
7a
Facility Specifications

Serial Number – Enter the serial number of the rock, concrete, and asphalt crushing facility if one is associated with the major structural components.

Enter the crusher’s capacity (as rated by the manufacturer) in tons per hour and its annual hours of operation.

This capacity and operating time should be used in the emissions calculations to determine potential emissions.

Note whether or not the crusher is subject to 40 CFR 60 Subpart OOO and if it is equipped with a weigh hopper or scale belt.  Note whether the crusher is equipped with permanently mounted spray bars.  If so, describe their location(s) in the “description of process.”

Description of Process – Enter a short description of the rock, concrete, and asphalt crushing facility’s process, including any control devices employed.
7b
Local Zoning
Local Zoning Code – Enter the local zoning code of the initial operating location (e.g., heavy industrial, commercial, residential, etc.).  If local zoning codes have not been established, enter “None.”

Local Zoning Authority – Enter the local zoning authority (e.g., parish police jury).

Local Zoning Authority Contact – Enter the contact information requested.

Documentation Provided – If the initial operating location has been zoned, provide documentation from the local zoning authority that the rock, concrete, and asphalt crushing facility can be operated at that location.

7c
Emission Sources

List the emission sources at the rock, concrete, and asphalt crushing facility.  Emission sources may include, but are not limited to, crushing, screening, conveyor transfer points, truck loading and unloading, stockpiles, paved and unpaved roads, internal combustion engines, and storage tanks.  Enter the maximum operating rate or tank capacity for each source.

7d
Engine Specifications

Enter the identification (ID) number of the engine; this number is selected by the applicant.  Identify the manufacturer, model number, and serial number of the engine, as well as its maximum rated horsepower and fuel type (e.g., gasoline, diesel, etc.).

Enter the capacity of the storage tank associated with the engine (in gallons) and indicate if it is equipped with a submerged fill pipe.  See LAC 33:III.2103.  Note if the engine is subject to 40 CFR 60 Subpart IIII or 40 CFR 60 Subpart JJJJ.  Note whether the engine is a new, reconstructed, or existing source with respect to 40 CFR 63 Subpart ZZZZ.

Duplicate this section for each engine on site.

7e
Annual Emissions

Enter annual emissions of criteria pollutants, greenhouse gases (GHGs) (i.e., carbon dioxide equivalents), and LAC 33:III.Chapter 51-regulated toxic air pollutants (TAP) (in tons per year to two decimal places).  GHGs may be reported to the nearest ton.  Add additional rows as necessary for TAPs.

	Flaring of Materials Other than Natural Gas


Introduction
The Regulatory Permit for Flaring of Materials Other than Natural Gas (LAC 33:III.319) authorizes the flaring of gaseous materials other than natural gas (e.g., propane, ethylene, propylene, ammonia) resulting from metering, purging, and maintenance operations.  The material to be flared may be supplemented with natural gas. 
Once the flaring event is complete, there is no need to rescind coverage under the regulatory permit.  The authorization conveyed by the Regulatory Permit for Flaring of Materials Other than Natural Gas will remain effective for sixty (60) days following the date on which LDEQ determines that the Regulatory Permit Notification Form is complete.  At that time, LDEQ records will show that coverage under the regulatory permit has expired.
7a
Date(s) and Expected Duration of Flaring Event
Enter the date on which the flaring event is scheduled to commence.  The authorization conveyed by the Regulatory Permit for Flaring of Materials Other than Natural Gas shall remain effective for sixty (60) days following the date on which LDEQ determines that the Regulatory Permit Notification Form is complete, so if the flaring event does not commence on the date specified, there is no need to modify the notification form.
Enter the expected duration of the flaring event.  Duration of the flaring event must be no more than 10 calendar days, else the event does not qualify for coverage under this regulatory permit per LAC 33:III.319.E.

7b
Identification of the Material to Be Flared

Identify the gaseous material to be flared and its approximate higher heating value (in Btu per standard cubic foot).  Enter the volume of gaseous material to be flared (in standard cubic feet).  Volumes of gas should be calculated at standard conditions (21°C or 70°F and 29.92 inches (760 millimeters) of mercury).  Indicate if the material to be flared will be supplemented with natural gas.

7c
Reason for the Flaring Event

Describe the circumstances resulting in the need to flare the gaseous material.

7d
Equipment Involved

List the emission sources associated with the flaring event.  Emission sources may include, but are not limited to, a flare and fugitive emissions.  Enter the maximum operating rate for each source.
7e
Emissions

Enter emissions of criteria pollutants, greenhouse gases (GHGs) (i.e., carbon dioxide equivalents), and LAC 33:III.Chapter 51-regulated toxic air pollutants (TAP) that will result from the flaring event (in tons to two decimal places).  GHGs may be reported to the nearest ton.  Add additional rows as necessary for TAPs.

	Storage Vessels


Introduction
The Regulatory Permit for Storage Vessels (LAC 33:III.321) authorizes the construction and use of storage vessels (i.e., any tank, reservoir, or container used for the storage of volatile organic compounds) that meet the requirements of LAC 33:III.321.A.
If multiple storage vessels are to be constructed, separate Regulatory Permit Notification Forms are required unless the storage vessels are identical (same content, capacity, throughput, applicable requirements, etc.).

Per LAC 33:III.321.I, storage vessels authorized by this regulatory permit shall be included in the next renewal or modification of the facility’s existing permit (if a permit is required pursuant to LAC 33:III.501).  Once the renewed or modified permit has been issued, the permittee does not need to request that coverage under the regulatory permit be terminated.  LDEQ will update its records to show that coverage under the regulatory permit concluded upon issuance of the renewed or modified permit.
7a
Equipment Specifications

Enter the identification (ID) number of the storage vessel; this number is selected by the applicant.  This ID should match the Source ID number used on the Emissions Inventory Questionnaire (EIQ) form completed when preparing the application to renew or modify the facility’s existing permit.

Enter the description of the storage vessel.  The description should disclose the material which will be stored in the vessel.  Provide the design capacity and annual throughput of the storage vessel, as well as its roof type (i.e., internal floating roof, external floating roof, fixed roof).  Note if the storage vessel will be equipped with a submerged fill pipe.

7b
Applicable Requirements

Identify the federal and state regulations to which the storage vessel will be subject.  If 40 CFR 63 Subpart OO, 40 CFR 63 Subpart SS, or 40 CFR 63 Subpart WW is applicable, identify the referencing subpart.

7c
Annual Emissions

Enter emissions of criteria pollutants and LAC 33:III.Chapter 51-regulated toxic air pollutants (TAP) (in tons per year to two decimal places).  Add additional rows as necessary for TAPs.

	Boilers and Process Heaters


Introduction
The Regulatory Permit for Boilers and Process Heaters (LAC 33:III.323) authorizes the construction and use of boilers and process heaters (as these terms are defined in 40 CFR 63.7575) that meet the requirements set forth in LAC 33:III.323.A.
If multiple boilers or process heaters are to be constructed, separate Regulatory Permit Notification Forms are required unless the boilers or process heaters are identical (same heat input, fuel type, applicable requirements, etc.).

Per LAC 33:III.323.K, boilers and process heaters authorized by this regulatory permit shall be included in the next renewal or modification of the facility’s existing permit.  Once the renewed or modified permit has been issued, the permittee does not need to request that coverage under the regulatory permit be terminated.  LDEQ will update its records to show that coverage under the regulatory permit concluded upon issuance of the renewed or modified permit.

7a
Equipment Specifications

Enter the identification (ID) number of the boiler or process heater; this number is selected by the applicant.  This ID should match the Source ID number used on the Emissions Inventory Questionnaire (EIQ) form completed when preparing the application to renew or modify the facility’s existing permit.  Identify the boiler or process heater’s maximum heat input and fuel type(s).
7b
Applicable Requirements

Identify the federal and state regulations to which the boiler or process heater will be subject.

Indicate if the boiler or process heater will be subject to the opacity monitoring requirements of LAC 33:III.323.E and/or the performance testing requirements of LAC 33:III.323.G.
7c
Annual Emissions

Enter annual emissions of criteria pollutants, greenhouse gases (GHGs) (i.e., carbon dioxide equivalents), and LAC 33:III.Chapter 51-regulated toxic air pollutants (TAP) (in tons per year to two decimal places).  GHGs may be reported to the nearest ton.  Add additional rows as necessary for TAPs.
	Cooling Towers


Introduction
The Regulatory Permit for Cooling Towers (LAC 33:III.325) authorizes the construction and use of cooling towers that meet the requirements set forth in LAC 33:III.325.A.
If multiple cooling towers are to be constructed or installed, separate Regulatory Permit Notification Forms are required unless the cooling towers are identical (same design circulation rate, drift rate, etc.).

Per LAC 33:III.323.I, cooling towers authorized by this regulatory permit shall be included in the next renewal or modification of the facility’s existing permit.  Once the renewed or modified permit has been issued, the permittee does not need to request that coverage under the regulatory permit be terminated.  LDEQ will update its records to show that coverage under the regulatory permit concluded upon issuance of the renewed or modified permit.

7a
Equipment Specifications

Enter the identification (ID) number of the cooling tower; this number is selected by the applicant.  This ID should match the Source ID number used on the Emissions Inventory Questionnaire (EIQ) form completed when preparing the application to renew or modify the facility’s existing permit.  Identify the cooling tower’s design recirculation rate and the drift rate of its drift eliminators.
Enter the total dissolved solids (TDS) concentration in the cooling water (in ppm).
7b
Applicable Requirements

Identify the federal regulations to which cooling tower will be subject.

7c
Annual Emissions

Enter emissions of criteria pollutants and LAC 33:III.Chapter 51-regulated toxic air pollutants (TAP) (in tons per year to two decimal places).  Add additional rows as necessary for TAPs.

	Stationary Combustion Turbines


Introduction
The Regulatory Permit for Stationary Combustion Turbines (LAC 33:III.327) authorizes the construction and use of stationary combustion turbines (as defined in 40 CFR 60.4420) that meet the requirements set forth in LAC 33:III.327.A.
If multiple stationary combustion turbines are to be constructed, separate Regulatory Permit Notification Forms are required unless the stationary combustion turbines are identical (same heat input, fuel type, applicable requirements, etc.).

Per LAC 33:III.327.J, stationary combustion turbines authorized by this regulatory permit shall be included in the next renewal or modification of the facility’s existing permit.  Once the renewed or modified permit has been issued, the permittee does not need to request that coverage under the regulatory permit be terminated.  LDEQ will update its records to show that coverage under the regulatory permit concluded upon issuance of the renewed or modified permit.

7a
Equipment Specifications

Enter the identification (ID) number of the stationary combustion turbine; this number is selected by the applicant.  This ID should match the Source ID number used on the Emissions Inventory Questionnaire (EIQ) form completed when preparing the application to renew or modify the facility’s existing permit.  Identify the stationary combustion turbine’s maximum heat input, megawatt (MW) rating, and fuel type(s).
7b
Applicable Requirements

Identify the state and federal regulations to which the stationary combustion turbine will be subject.

Indicate if the stationary combustion turbine will be subject to the opacity monitoring requirements of LAC 33:III.327.E and/or the performance testing requirements of LAC 33:III.327.F.
Indicate if the stationary combustion turbine will use water or steam injection to control NOX emissions.
7c
Annual Emissions

Enter annual emissions of criteria pollutants, greenhouse gases (GHGs) (i.e., carbon dioxide equivalents), and LAC 33:III.Chapter 51-regulated toxic air pollutants (TAP) (in tons per year to two decimal places).  GHGs may be reported to the nearest ton.  Add additional rows as necessary for TAPs.

Request to Relocate a Facility Authorized by a Regulatory Permit
Line-By-Line instructions
Identify the regulatory permit under which the subject facility is operating.
1 Facility Information
Agency Interest Name – Enter the name of the agency interest (i.e., the facility) authorized by the regulatory permit.
Agency Interest (AI) Number – Enter the AI number of the facility.
Permit Number – Enter the permit number of the facility.
The Agency Interest Name, AI Number, and Permit Number can be found on the LDEQ-generated document informing the permittee that the original Regulatory Permit Notification Form had been determined complete.

Serial Number – Enter the serial number of the facility if one is associated with the major structural components.
Owner – Enter the name of the company that owns the facility.
Operator – Enter the name of the company that will operate the facility if this company is a different entity than the owner and will be responsible for environmental compliance.

2 Proposed Operating Location
Nearest City/Town and Parish – Enter the nearest city or town and the parish in which the owner or operator proposes to relocate the facility.  The city or town should be in the parish identified, even if another city or town in an adjoining parish is physically closer
Latitude and Longitude – Enter the latitude and longitude of the facility’s proposed operating location.

Physical Address or Driving Directions – If a physical “911” address of the facility’s proposed operating location has been established, enter that address here.  If not, provide driving directions.

Map Attached – Attach a map of the facility’s proposed operating location.  The map should show the names of the surrounding highways and be detailed enough such that LDEQ staff can locate the facility.
3 Proposed Date of Relocation
Enter the date on which relocation of the facility is scheduled to occur.  “Upon approval of LDEQ” is an acceptable response.
4 Company Official Requesting Relocation
Enter the contact information requested.  The person listed here will be the primary contact of LDEQ should questions arise.  This contact need not be the responsible official (RO) identified in Section 6, but should be an employee of the owner/operator, not the owner/operator’s consultant.  Note that the contact’s cell phone number and e-mail address are optional.

5
Local Zoning
Local Zoning Code – Enter the local zoning code of the proposed operating location (e.g., heavy industrial, commercial, residential, etc.).  If local zoning codes have not been established, enter “None.”

Local Zoning Authority – Enter the local zoning authority (e.g., parish police jury).

Local Zoning Authority Contact – Enter the contact information requested.

Documentation Provided – If the proposed operating location has been zoned, provide documentation from the local zoning authority that the facility can be operated at that location.

6
Certification by Responsible Official
Enter the contact information requested.  All written correspondence concerning the Request to Relocate a Facility Authorized by a Regulatory Permit will be directed to the RO or the duly authorized representative (DAR) signing for the RO.
The RO or DAR must sign and date the Request to Relocate a Facility Authorized by a Regulatory Permit form.  This form cannot be processed if the certification statement is not signed or is signed by someone other than an RO or DAR.  The definition of “responsible official” as set forth in LAC 33:III.502.A can be found on page 3 of this document.
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