
Updated 02/17/2011 
Items in Blue represent changes from previous revision 
 

 

2010 Reporting Year ERIC System Changes 

February 10, 2011 

• Due  to  the  changes made  for RY  2010,  a  new  version  of  the  spreadsheet  has  been  released.    It  is 
version  7,  dated  01/09/2011.    Earlier  versions  of  the  spreadsheet will  still  upload;  however, when 
downloading a spreadsheet  from ERIC, version 7 will appear.   Previous versions will not have all  the 
changes made  for RY 2010;  therefore,  it  is  recommended  that users download and begin using  the 
Version 7 file as soon as possible. 

• If a source has a Subject Item ID (SI) in a permit in TEMPO, the permit number from the latest permit 
effective during  the  reporting year will be pulled  into  the  source  information when  the  inventory  is 
started.   

o If  the  source does not have a  subject  item  in a permit at all during  the  reporting year,  then 
enter the permit number that the emissions are permitted in.   

o For example, General Condition XVII emissions are not given a subject  item  in a permit.   The 
emissions are  listed  in the narrative of the permit.   Therefore the SI  ID given through ERIC to 
General Condition XVII sources will not pull in a permit number.  In this case, enter the permit 
number for the permit that has the General Condition XVII emissions listed in the narrative. 

• The  list of valid permit numbers embedded  in the help text on the source now shows air permits for 
the SI listed on the source being edited as well as valid permits for the entire AI. 

• If an item on the Additional Items tab has been given one of the statuses listed below in the previous 
inventory, the item will no longer show up on the Additional Items tab. 

o Duplicate 
o Not Required to Report 
o Permanently Shutdown 
o Permitted and Never to be Built 
o Reported Under Another Source 

• ERIC now accepts MS Excel 2007 when uploading a spreadsheet 
• Contact information now shows the start and end dates as entered into TEMPO.  This allows the user 

to see the dates that may or may not line up with their inventory start dates. 
• Descriptions in ERIC that say “TEDI Emissions for SIC ####” are no longer accepted.  They will return an 

error and the user will be forced to modify. 
• “Status” and “Permanent Shutdown Date” fields have been added to Processes, Control Systems, and 

Release Points.  The available statuses are listed below.  These fields are not required; however, a date 
must be given as the Permanent Shutdown Date if the status is “Permanently Shutdown.” 

o Active 
o Idle 
o Permanently Shutdown 

• Processes, Control Systems, and Release Points with a status of “Idle” or “Permanently Shutdown” will 
not have  to pass  all  validations  to  submit. However,  if data  is provided  for  an  Idle or Permanently 
Shutdown Process, Control System, or Release Point, then that data will have to pass validation. 

• Processes, Control Systems, and Release Points with a status of “Permanently Shutdown” will not be 
brought into any subsequent inventories in future Reporting Years. 
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• Processes, Control Systems, and Release Points with a status of “Idle” or “Permanently Shutdown” can 
not have emission records.   

• Sources with a status of “Idle” or “Permanently Shutdown” cannot have emissions records or Processes 
defined. 

• Emission type “Routine & Startup/Shutdown”  is no  longer available.    If you have previously reported 
emissions  using  this  emission  type,  you  must  separate  the  routine  emissions  from  the 
startup/shutdown emissions and report them as separate emissions paths. 

• Estimation Method  “Direct Measurement”  is no  longer available.   You must  calculate  the emissions 
according to LAC 33:III.919.C and select the appropriate estimation method. 

• The spreadsheet is formatted for percentages, so they are entered as a fraction (i.e., 20% is entered as 
.20).  This is different than when entered on the screen in the web application.  Using the spreadsheet, 
Excel interprets the value what is typed in and formats it as a percent.  Typing .01 in the spreadsheet 
cell will  result  in a value of 1%, being displayed; however,  if you  start with a  leading  zero, 0.01 will 
display a value of 0.01%. 

o If the fuel doesn’t have any ash or sulfur content, leave those fields blank.  Do not enter 0.01% 
as a replacement for 0%. 

 
• LDEQ has implemented many new validations in ERIC and the data it captures.  A separate document 

titled “RY2010 New ERIC Validations” will list many new validations for RY2010.  Some of note will be 
discussed here.   All are  important, however, some need more attention  than others and  they are  in 
RED. 
 

o Many fields now have value ranges defined (as discussed in the document titled “RY2010 New 
ERIC Validations”) that do not allow 0.  

 If  reporting  0  was  the method  of  showing  this  item  is  no  longer  operating,  either 
temporary  or  permanently,  you will  now  be  required  to  either  remove  the  item  all 
together or change the status to “Idle” or “Permanently Shutdown.” 

 If reporting 0 was the method of showing that there isn't data for this field, then leave 
the field blank. 

o If PM2.5 is present in the inventory on an emissions path on the emissions tab, then PM10 must 
also be present for the same path.   Keep  in mind that PM2.5  is required to be reported when 
emitted, so please do not remove PM2.5 emissions in order to pass validation.  Instead, please 
include PM10 emissions. 

o If PM2.5 is present on the control efficiencies tab for a control system, then PM10 must also be 
present for the same control system.  

o When both primary and secondary efficiencies are reported, the total efficiency reported will 
be compared  to  the calculated  total efficiency and when not equal, users will get a warning.  
The formula used to calculate Total Efficiency is: 
 

 TE = [100‐((100‐PE)(100‐SE))/100], where TE = Total Efficiency, PE = Primary Efficiency, & 
SE = Secondary Efficiency 
 

o The sum of VOC TAPs must be <= the sum of all Total VOC emissions.  VOC TAPs should also be 
included  in  the  Total  VOC.    We  do  not  sum  reported  VOC  emissions  with  VOC  TAPs  to 
determine Total VOC.  Users should report Total VOC emissions, including VOC TAPs. 
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o In addition, individual VOC TAPs should be <= Total VOC on the emissions path. 
o If  the Total VOC  is  less  than 0.005  tons and  is not being  reported per  the guidance, and you 

receive this error, you will need to report the Total VOC emissions.  In order for the invoicing to 
be accurate, the VOC TAPs can not be greater than the Total VOCs. 

o If flow rate, velocity, & diameter are reported, ERIC will calculate the flow rate measure using 
the formula below.   

 If the calculated value and the reported value differ by more than 5%, then flow rate is 
invalid and where the release point type is a stack or vent, users will receive an ERROR.   

 If the release point type is an area or fugitive, users will receive a WARNING. 
 When receiving this error, the velocity and flow rate should be accurate.   Users should 

concentrate on getting all values accurate, but when velocity and flow rate are accurate, 
then adjust diameter. 

 If  the  release point  is not  circular,  then back  calculate  the diameter as  if  circular and 
report that value. 
 

 Flow Rate = {Pi} * ((Diameter/2)^2) * Velocity 
 

o Release point coordinates are checked to verify they are within 8000 meters (approximately 5 
miles) of the coordinates reported on the Facility Information tab.   

 If they are outside 8000 meters, users will get an ERROR.  
 If they are legitimately outside 8000 meters, users must provide verification of such and 

request  that  the  limit be  increased.   Once  the  request  is  received and  the distance  is 
verified, LDEQ will adjust the limit for that facility. 


