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                Environmental Leader Facility

        MOTIVA ENTERPRISES LLC

                                  Norco, LA

The facility is located on an 800 acre site 25 miles upriver from New Orleans on the east bank of the Mississippi River.  The refinery process units include crude fractionation, catalytic cracking, hydrocracking, alkylation, catalytic reforming and coking.  The refinery can process up to 250,000 barrels a day of crude oil.  Refinery products include gasoline, heating oil, aviation fuel and anode grade petroleum coke.

 Pollution Prevention Highlights

· 2002, 2003, 2004 – Reconfiguration of Storm Water Impoundment Basin project reused 60,000 tons of sludge in lieu of land disposal.  Completed removal of all PCB-contaminated equipment.  Delisted residue from onsite oil recovery facility.  Received Certification of ISO 14001 Registration.

· 1996 – Established a salvage facility to reuse rather than dispose of surplus and used equipment.

· 1993-1995 – Developed the capacity onsite to enable maximum recovery of oil from oily residuals such as tank bottoms and separator sludges.  Waste volume was reduced by some 85 percent and hazardous organic constituents were removed.

· 1990 – Completed a voluntary initiative to eliminate underground injection wells.  This involved installing new equipment to treat the waste streams to convert them into useful products.  The impact was to reduce hazardous waste disposal by greater than 99 percent.

 Pollution Prevention Goals 

	WASTE STREAM
	BASELINE YEAR
	CURRENT YEAR 

QUANTITY
	TARGET YEAR QUANTITY
	COMMENTS

	Non-hazardous Waste to landfill, including soils (tons/yr)
	1994

20,554
	1999 - 5,469
2000 - 6,828
	1999

8,000 
	Implementation of recycle/reuse and waste reduction plans

	Hazardous Waste, Characteristic D-code, to disposal (tons/yr)
	1994

813
	1999 - 52
2000 -   5
	1999

400 
	Source reduction; recycle/reuse; utilization of on-site recovery facility

	Non-hazardous alumina catalyst

(% reused)
	2000

0%
	2004  -   0%

2005 – 20%

2006 – 80%
	2008

75%
	Establish reuse option for non-haz. alumina catalyst; 75% reuse by 2008.

	Hazardous Waste (listed and characteristic) to offsite treatment/disposal, (tons/yr)
	2000

3,253
	2002 - 3,353
2003 - 2,175

2004 -   997
2005 -  179

2006 - 443
	2008

700
	Reduce hazardous waste by maximizing onsite oil recovery facility utilization in compliance with delisting requirements.  
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